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No.8-2,Zonger Road,Yangzhen Industrial Zone,Shunyi District,
Beijing101309,P.R. China.

Tel:86-10-61454998

Fax:86-10-82410746
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Flat&Roll-to-roll Dual-use UV Printer Roll-to-roll UV Printer UV Flatbed Printer Inkjet Printer
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To be the leader of the green printing
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To be the leader of the green printing
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Leopard A300/A500 roll-to-roll large-format printer sets a new example
for wide-format roll-to-roll UV output by perfectly combining the
printing quality of point-of-purchase (POP) and the high-speed output
of outdoor large-format billboard.

Leopard A300/A500 large-format printer ensures digital print shop to
make quicker and more efficient commercial applications, including
exhibition graphics, digital textile, billboard signage and commercial
graphics.

Leopard A300/A500 may significantly extend your printing capacities
and range of application that you can provide, helping your business
grow as you differentiate yourself from other competitors.
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Wide-Format Outdoor High Resolution Printing

& BENRERHMFTENEE E 03200/5000mm, K E R RHE R E S,
& XASKEE. 2RI WHRITHL, BEERIEL K,
& FHEBE. BTELSY, LENITHERZEZZEH,

@ Easily print a huge picture of unlimited length with width of 3200/5000mm.
@ Using high resolution, high speed industrial printhead makes printing output
more outstanding.
@ By use of high precision,mute linear rail guide,you will enjoy the quiet
and wonderful printing process.

A300/AB00Z %%

FTENZENE . 3200/5000mm

LA . KM1024i 661

FTEN#E=. 4Pass 720 x 720dpi 55/65F J5 /1)\B
6Pass 720x 1080dpi  40/453F 75 //NBY (AR )
8Pass 720 x 1440dpi  30/37F J5//)\it

MEL ZMEM

2K, 6EUVIER

RGO . PCI

BRTIZE . 380V, 50/60Hz ,12KW,19A

R~F. 6495*1560%1790/8270*1560%*1790 ( mm )

FE. 2450KG/3410KG

Specifications

Max.print width: 3200/5000mm

Printing head: KM1024i 6-color*1

Setting of printing mode and resolution:
4Pass 720*720dpi  55/65m*h

6Pass 720*1080dpi 40/45m*h (Standard )
8Pass 720%1440dpi 30/37m%h

Material: Flexible material

Ink: 6-colorUV ink

Interface: PCI

Voltage Power: 380V,50/60Hz,12KW,19A
Size:6495*1560%1790/8270%1560*1790(mm)
Weight:2450KG/3410KG

www.leopard.net.cn (2



Wide-Format UV Flatbed Printer
IR =UVFTEIML

RAZSTEBEBRTR, @E | NEEHHNSRGRS, FIEFTED
HLLTHIS BN ; BE;

Use of top-quality towline to make sure

XESBESBIM, itk
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the movement of cable in the towline Al h?ght a_djtystlng cqn_trol S fRAREHL, PRIEFTEMIBE XX/DEE?I%L SE-N ;F/%ﬁiﬁ
smoothly and stable guarantee printing precision. . . EARH], FRIEFTENRBKRS,
Use of high-precision metal .
raster and high-performance Dual negative-pressure control
servo motor to guarantee system— respectively for white ink

and color ink—to guarantee the the

printing precision " . :
fluidity of every single color of ink

! / AT /HMH

|
S X I
NEBHHPEEE, EAY !JHHHHHH”
MRPINERIBEL RS = 4
Carriage anti-collision device to IFD UR B X AR B A R T & 38
. . £l O ERE]
P Sy - BAKRN, RIETERE;
Freely adjusting of suction zoom
N7 N — ding the size and weight of
LTINS B, MHSEE - e
BHIR, FIPASSEIREN RAFROITITE, RIE oo e e ©
FTENHHRl & s 2 guarantee printing quality
Use the closed-loop high-precision T .
control technology, screw drive, and Use of top-quality printing
. WWW |eopard net.cn metal raster, to make PASS banding platform to guarantee
: : : go away flatness of media



® XASHBE. R TWRITEL, BERRNEL R,

* ERSHBEELSY, RIEEHLRI,

& XBZ NI FIR RS, ERUEEI R NNEN, EBRIERDYIA/N B Bk R
Btk MmBEREERE,

@ Using high resolution, high speed industrial printhead makes printing output more outstanding.

@ Using high-precision linear rails ensures movement without vibration.

4 With more partitions independently controlled adsorption system, effective control of adsorption, meanwhile, able
to select the adsorption zone according to the size of the substrate , thereby reducing energy consumption.

7AKM1024i/13plBE K ARIE I EB R L HEHE. BT, BHEIARZERE RS HE
8EE(CMYK+W+V, CMYK+2W, CMYK+LC+LM+W+V, CMYK+LC+LM+2W)R[iERHE & fl & i 2
HHEAZRHESAMESTNE. AELRERIMEN B LS 720X1440dpil = Bkt o SNEASHR.
PVC. #TH#F. AR, KB, £fE. SBW. BFR. ERHNREFEE<12EXNEMFER7E. AT
ITizRRAFRIE. BEESURPINKIET &, ZERBRKEPOP,

7pcs of KM1024i/13pl printheads ensure perfect reproduction of full color image,fine text,and clear reproductions of
subtle levels while reducing ink consumption.8 sub ink tanks(CMYK+W+V,CMYK+2W,CMYK+LC+LM,CMYK+LC+
LM+2W) meet high load production requirements.It can perform on uncoated rigid media with 720x1440dpi high
quality output.Media includes corrugated board,PVC,wood board,glass,tile,metal plates,form board and other flat
media with thickness less than 12cm.It could be widely used in display panets,stage background ,and large outdoor
advertising,indoor posters,and POP.

LA KM1024i (6+1) KM1024 (6+1)
FTENARE

4Pass 720 x 720dpi 50/453 77 [/NBf 35/2563¢ 5 Ji) Nt
BPass 720 x 1080dpi  40/35F 77 //)\B 25/203F 75 /1NBY
8Pass 720 x 1440dpi  30/253E 7 //\Bt 20/153F 77 /1B

FTEDR~F. 1200mm*2500mm/2000mm*3000mm
MREE. <120mm 2 S FHFE<120mm
LIS FFE=1500mm 24 =1000mm

SEEXK. =2800mm L &KE. <bOkg/m’
EERE. 18-28C B, 30%-70%

125, <7591 IhEE: 14KW/16KW 22A/25A
MIRER . <2000m W% 380V, 50/60Hz
SREAHE . 45-8.0kg/cm’ KERE: =0.1m’/min
R~F. 2800%4800%1600/4500*4310*1600(mm)

FE. 1520/1660KG

Printing Mode :

Print head: KM1024i (6+1) KM1024 (6+1)
4Pass 720*720dpi  50/45m*/h 35/25m’/h
6Pass 720*1080dpi 40/35m?/h 25/20m’/h
8Pass 720*1440dpi 30/25m?/h 20/15m’/h

Printing Size: 1200mm*2500mm/2000mm*3000mm

Media Thickness: <120mm Printhead carriage lifting<120mm
Space Front-Right: 21500mm  Space Left-Right=1000mm

Height: =2800mm Max bearing weight of working table: <50kg/m?
Temperature range: 18-28°C non-condensing

Relative air humidity: 30%-70% non-condensing

Noise: <75db Power: 14KW/16KW 22A/25A
Max. sea level of installation : 2000m above sea level

Voltage: 380V,50/60Hz

Air pump pressure output: 4.5-8.0kg/cm?2 Air Volume: 20.1m*/min
Size:2800*4800*1600/45004310*1600(mm)  Weight:1520/1660KG

www.leopard.net.cn




Leopard M3300 uv=isssman

O FABM SIRH HUVITENTIEE Flat & Roll-to-roll Dual-use UV printer
O FTENZEHE3200mm

O ZFEMEMAEE <120mm

O AR R AIABEF 5/

O Printing on both soft and rigid materials

© Maximum 3200 mm printing wide

© Maximum material thickness up to 120 mm
© Speed up to 55 m?h

www.leopard.net.cn



M3300 Z%¢
FTENZENE: 3200 mm
L ES . KM1024i (6+1)
FTEN#ER . 4Pass 720 x 720dpi 553 77 /1Bt
BPass 720x1080dpi  40F 7 JINBT (R )
8Pass 720x 1440dpi 303 A//\bt
NREE, FEHRFIE ST
(I, AR, Mif. EfE. BUEE. @Bk, REHE. T
"AR. FHR. ROLE. HER. B, K&, BR. XKEA.
FABREE R, RENE . BiEE. R, [ ShSRUMRL
EE. <120mm
2K, 6EUVEHSE
KRR, UVBEERK
#iEfEHiED. PCI

¢ BRHBENSERGEEFREFIGELABNESN, TNHRESE
LR REF ARt R, @t nikimsE,

& BHRNNREEHRERLSE, EBAEREND120mmetsrFE EFTEL

& RAT RTINS BNEHRGETRMNE S NSEIFRAFRE, BR
B RRRTOITENN B st ie M RS TENE & |

& YIS NELRET S REERES RS, RUSBBRNGLESET "%
255", BREESLASET LR h K EBIMESMHRIT

& TJREEEHAE. ERMUVITHRTSRR, HoTRETRRAE RETHE
2, EERREENH R EITHNBEEEERTHERNELHRR,

& HERGDNENNARGTRBRRFETRE, ERKURERE
A EFNITEN R,

& RHER. SWORHRNFIERTIE, HRSLABENEIN

BREINE . 380V, 50/60Hz, 11.5KW, 18A @ High-precision and constant pressure system can control the inside pressure of the printheads steadily,
R=F. 6330%1640*1570 ( mm ) not only ensure maintain steady supply of ink under high-speed printing, but also can avoid ink leakage.
EE: 1950KG @ Automatically detects the media’s thickness and set printheads’ height, can be printed on the media of

o thickness up to 120mm
SpeC|f|cat|ons 4 Using intelligent frequency converter which can automatically precisely control the vacuum adsorption
Print size: 3200mm
Print head: KM1024i ( 6+1)

Print mode: 4Pass 720x720dpi  55m’/h

6Pass 720x1080dpi 40m’/h (standard )

platform’s pressure and keep it stable, ensure that the various sizes of printing media can be securely
adsorbed on the printing platform.

@ Printheads carriage equipped with a high-sensitivity collision sensor, like to equip the printheads with

8Pass 720x1440dpi 30m%*h “airbag”, to keep that the printheads safe when the printheads accidentally hit in the printing process.
Print media: Sheet material and roll material @ The turn-on an turn -off and the steps of power of UV lamps are adjustable in order to print on different
(glass, wood, bamboo, ceramic tile, organic glass plate, metal plate, types of materials and can get the perfect curing effect.

leather cloth, acrylic board, PVC board, reflective film, canvas, rubber,
crystal, carpet, marble, corrugated board banner,etc.)

Media thickness : <120mm

Ink: 6 colors UV ink

Special Ink: UV white ink

Data interface: PCI

Power: 380V, 50/60Hz, 11.5KW, 18A

Size: 6330*1640*1570 (mm)

Weight: 1950 KG

@ Ink supply system’s automatic heating system can maintain a constant temperature, makes the ink in the
best condition and get optimum print quality.

@ Powerful, comprehensive software testing and calibration function, make the print quality perfect.

www.leopard.net.cn (§




Leopa rd AGO UV Inkjet Roll to Roll Printer

UVEENEFTEN AL

A60 carries forward the excellent print quality of Leopard series to a higher level of production efficiency
and color stability with improved flexibility of the software and ability to print on different materials.

www.leopard.net.cn
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Efficient & Multi-functional ; Bright in color; Stable performance; Wide range of applications; Easy operation

& AGOXRFIKM1024itit sk, EEESRMEK, HEEERBEMEMNS, TEBENEREEMNLR.
& XABHZRMITER, NSIMENEZ, EFFIVRES, TEERNSW EITH, UNX

EPERRH SRR R Bk MEN TR,

& BHEAGL, £E6TWNELERRS, KSUERNESN, TENECE2INREN, BRXBEL

BNEFR, ILEMREBERELNER
& SHMBEE. ZIEHFEAMN, FHiRTIE

PRRERS, WLEHBENTL.

& £ LED RFREFIR  MBESMITEIERX, T2/ &Hh. B¥A. K. BREXFHEMITHE,

BAENERZN, BEEZHERHK.

@ Use of KM1024i printhead using high jetting frequency and a small 13pl droplet size results in high

quality prints at high speeds.

@ Designed to deliver efficiency and multi-functionality , the compact and rugged frame is suitable for an
industrial production environment. The A60 focuses on the indoor and outdoor high-end advertising

printing requirements of an urgent and repetitive nature.

& Use of industrial printheads and a professional color control system delivers quality and productivity.
€ Use of high precision mechanical components and Intelligent variable air suction device makes the

whole printing process stable and smooth.

@ Use of LED lamps enable printing on various types of material, like advertising textile, pearl textile ,
PVC, wallpaper thereby addressing the requirements of different customers.

ABOZEL

FTENZENE. 3200mm

HLFS . KM1024i  68*1

FTENRER. 4Pass 720*720dpi 455 F5//8\BF
6Pass 720*1080dpi  303F 77//)\8¢
8Pass 720%1440dpi 20 J5//\Bf

b FREM

¥iRfEHED . PCLE

BEINE . 380V, 50/60Hz, 5KW, 8A

R~F. 5360%*1000%1535 ( mm )

FE. 1250KG

Specifications

Print Size: 3200mm

Printhead type: KM1024i (6 Color*1 row)

Print Mode: 4Pass 720*720dpi 45m'/h
6Pass 720*1080dpi  30m'/h
8Pass 720*1440dpi  20m'/h

Material: various roll to roll material

Ink: 6 color UV Ink

Interface: PCI_E

Voltage/Power: 380V, 50/60Hz, 5KW, 8A

Bared Machine Size: 5360*1000%1535 ( mm )

Weight: 1250KG

www.leopard.net.cn (8




Leopard A380 uvzigitenimn

UV Inkjet Roll to Roll Printer

O 3.2KKIEMH, FHSEESSHE
O 3.2 meter wide , with high speed & high precision.

www.leopard.net.cn



FTENZENE. 3200mm

L FS . KYOCERA  4C+W/6C

FTEN#ER. 4Pass 600*1200dpi 503 J5// N8
BPass 600*1800dpi 35F /et
8Pass 1200%1200dpi 253 J5//)\B

ML RS

2K, CMYK. Lec. Lm. W

iEfEHED . PCLE

BEINER. 380V, 50/60Hz, 12KW, 19A

SIE: 0.8-1MPA

& XATVHERERNE, REFS0ITERESER, FTEEE TiA1200 x 1200dpi, EEMAEAM,
I EW, PEETHRSPHRA—L, £ERFV.

R~F. 6045*1570%1960(mm) ¢ XAHOSHERTELY, ILENTINEIREZS 2,
FE: 2450KG o RAHOEERS, NELHEDRE, RIENBETNESRIHLZ2BE,
& RAARGIIR, BAORE, EITEMRETERIR, FZER, X5 E mES RP
B, BEEE&ARILESERITH,
& RAEMTERRNLEDITS R, SinUVEKIR T ERFRA, EBERORIEERE, &b
Print Size: 3200mm BOKIRE, MNLES,
Printhead type: KYOCERA  4C+W/6C
Print Mode: 4Pass 600*1200dpi 50 m'/h & By combining the advantages of industrial printheads, high precision, high speed
6Pass 600*1800dpi 35 m'/h and outstanding print quality at 1200x1200dpi printing resolution, Leopard A380
8Pass 1200*1200dpi 25 m'/h helps you explore new market opportunities with unrivalled competitiveness.

Material: various roll to roll material

L 2

Use of high precision mute linear guide rail ensures a quiet printing environment.

Ink: CMYK. Le. Lm. W & Use of towline and cable and anti-crash made in Germany ensures safety and
Interface: PCI_E

Voltage/Power: 380V, 50/60Hz, 12KWV, 19A
Compressed Air: 0.8—1TMPA

Bared Machine Size: 6045*1570*1960(mm)
Weight: 2450KG

stability at high speed printing.

# Four large diameter rubber roller eliminate skewing and lead the movement more
smoothly and stably without deviation.

& Use of energy conserving and environment friendly LED lamps, high quality UV
printing ink and variable droplet size technology effectively reduces the energy and
ink consumption.

www.leopard.net.cn
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Hign-speed, high precision, green

& BETZERFAFTENZEE 4 5000mm, KERRNEIRE®

¢ XAGKRE. 8 RITVRITNL, EEREEHR

o FRHOSHEE. BITELSH, RROBENNBENITIERS

o XBHOHEE, NEHENENGRHBEAR, RIENSEITDERPRERTE

* XA ARKERRIE, RO THE, FHOMEETER, THEREEAME
SIRFTEN

& RAENTDREMRE LED KDL, Bk UV BIKEEB BUPENAERE, MNEES

\

¢

ABBOS#]

FTENZENE. 5000mm

EELEIS . KM1024i 6%2

FTEER. BERARI 720 x 720dpi 130m%h
AR 720x1080dpi 90m?h
BAfER 720x 1440dpi 75m?%h

o Bl PVCKHR. PETATH. SRMEM. HRHBEENEME

2KEE. CMYK, Lo, Lm

RS mED . PCIE

B JR. 380V, 50/60Hz, 8KW, 13A

YRS K8000mm* 22 1520mm* = 1760mm

T 8. 3800KG

www.leopard.net.cn



Leopard A2000

Wide-Format UV Flatbed Printer
EEIEM = UVFTEIHL

A2000 UV flatbed with Ricoh Gen5 industrial grade Printhead, applying to
high-speed and high-quality industrial production. Printing effect realistic, color
bright. Adopting White ink automatic circulation system avoids white ink
precipitation causing blockage and ensures high efficiency and steadiness
during high load production. Meanwhile, to meet the user’s need for green
printing, A2000 adopting more energy-saving and environmentally friendly
LED-UV curing technology with constant light intensity, excellent temperature
control, low-loss ink etc, which has obvious advantage in improvement of
printing quality and energy-saving.

www.leopard.net.cn



BHEE. RELR. EEMML

High-end configuration , lightweight design, High performance-to-price ratio.

® Ricoh Genb Tk 505 3k

L K SELiOPIEAREZ TS N

& 2-8 BELITED, BRHAW, EATER, smET V4™
& £ERES/ NSRS EIA 10-30 F %K

¢ CEENEARRFEE BRTE

¢ 6 NERSX, ETFHRE, TEER

¢ UVLED THEGEK, e, KR

* WSH, RIIRTHEHEE

@ Ricoh Genb industrial grade Printhead.

@ Rapid optical fiber transmission technology.

& 2-8 printeads printing, color bright, applying to high-speed and high-quality industrial production.
& Production speed up to 10-30m?/h.

& Adopting White ink automatic circulation system avoids white ink precipitation.

& Six suction partition, easy to operate, save energy.

& UV LED lamp with long lifespan & low-energy.

& Dual-rail ensures stable and accurate operation.

A20005%4
kAR . e IFLFTED
BANER: 2500mm*4£1300mm

FTEMERE . @R 30F7F//NE (56)
PR 14E5//0 (58)
BIEEEX 1073/ (58)

NERER . WIR/ARRE/ 5 N/ B/ AR/ B aH %
NREE. 100mm, & = ol E &l

RIPEHF. ¥

B A= UVLED Bk

2K, UVEJK, CMYKLcLmW YV ik
THEEE. AZEMES

@ifED. USB2.0

BJEIHER . 220V, 50/60Hz, 3KW, 10A
BIEREE . B 20~30°C J2/E 40%~60%
BER~F. K4200mm* 352200mm* 5 1400mm

Specifications

Printhead technology: Piezoelectric nozzle

Printing area: WW2500mm*L1300mm

Printing speed: Draft mode 30sgm/h(5colors)
Standard mode  14sgm/h(5colors)
Resolution mode 10sgm/h(bcolors)

Material: Glass, Cetamic tile, Acrylic, Metal, Wood, Aliminum

sheet, Foamboard

Media thickness: Up to 100mm

RIP Software: Ultraprint

UV curing: UV LED curing

Ink: CMY K Lc Lm W V optional

Working Table: Vacuum table

Interface: USB2.0

Power: 220V 50/60Hz 3KW 10A

Production environment: Temperature 20 to 30°C

Humidity 40%-60%
Physical size of machine: L4200mm*W2200mmH1400mm

www.leopard.net.cn 44




Leopard A500S

Double-Sided Wide—-Format Inkjet Printer
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L ES KM512i 4*2 KM1024 4*2

FTENREE . 720dpi

HRER. 2Pass  300F F//NEF 2005 /e
3Pass 2003 J7//)\BF 1403 J5 /1B

High-efficiency, Environment Protecting, More Stability should be your top choice.

Leopard A500S roll-to-roll large-format printer sets a new example for aPass  162F F/NEE  100F 5/
wide-format roll-to-roll output by perfectly combining the printing quality of 1835: 5000mm

. . BIERE. JBE18°C-28°C BE: 40%-80%
point-of-purchase(POP) and the high-speed output of outdoor large-format RIPE#E . Photoprint Maintop(1)
billboard. BB . B R2-4mm

. . . . R D . USB
It large-format printer ensures digital print shop to make quicker and more B SEEE. 220/380V 50/60HZ KW 28A/14A
efficient commercial applications,including exhibition graphics, digital textile, RSF#4L: 7030%1260*1960 (mm )
BEE. 3410KG

billboard signage and commercial graphics.

It may significantly extend your printing capacities and range of application
that you can provide, helping your business grow as you differentiate yourself
from other competitors.

Print head type: KM512i 4*2 KM1024 4*2

Printing resolution(dpi): 720dpi

Speed: 2Pass 300m#h 200m?#h
3Pass 200m?/h 140m?h
4Pass 152m?/h 100m?h

Print Width: 5000mm

Operation condition: Temperature18'C-28'C Humidity 40%-80%
RIP software: Photoprint,Maintop(optional)

Print head height: 2-4mm from media(adjustable)

Interface: USB

Voltage Power: 220/380V 50/60HZ 9KW 28A/14A

Machine size: 7030*1260*1960 ( mm )

Weight: 3410KG

www.leopard.net.cn




Leopard A18 BEZ&# 1nkjet Printer

4 I & ¥ 1% 3T New upgrading structural optimization
B iR 3 Bh ¥t 2 %8 Constant temperaturesauxiliary heating system

ABREAAE SR, Sl s, RANITENRE, ILEENESR, AEEsiME RESREMNSERE, &FNFeRIT, XASH
TRk, REFER. P GE=RIAR, NBREZRMAETRNOM, LEBMBRIEFES, BEFE, NERIT/NG, E8RE,
RRBEEA P E8EAA,

+ Flexible printheads configuration; + Broad table surface and adjustable negative pressure adsorption table; & Constant temperature heating system;
< High-quality mute towline; ¢ Translaional feeding media device; < Adjustable printhead height;

+ Strong integrated frame,for easier transportation; <+ Simple and gorgeous design;

* High-performance self-developed control software; + Conspicuous work lights.

www.leopard.net.cn



A18 &4

FLFS . KM512i-30PL 41 4%
HEE. 2Pass 480%*360dpi 120 240
3Pass 480*540dpi 80 160
4 Pass 480*720dpi 60 120 ( ST/ )

FTENBEE . 3200mm

BETEE. J8E 15°C-35°C JBE 40%-65%
TFIRRG:: AINENMARFISH K
RIP% . Ultraprint

BkEE . BB R2-4mm

iEfEHED. USB

BEEE. 220V, 50/60Hz, 8KW, 26A
R~HEHL. 4734*1305*1520mm

EE. 850KG

Specifications

Printhead type: KM512i—30PL 4 Printheads 8 Printheads

Speed: 2Pass 480*360dpi 120 m'/h 240 m'/h
3Pass 480*540dpi 80 m'/h 160 m'/h
4Pass 480*720dpi 60 m'/h 120 m'/h

Print Width: 3200mm

Operation condition: Temperature 15°C-35°C

Humidity: 40%-65%

Drying system: Infrared heating system and cooling fans
RIP software: Ultraprint

Print head height: 2—-4mm from media

Interface: USB

Voltage Power: 220V, 50/60Hz, 8KW, 26A

Machine size: 4734*1305*1520mm

Weight: 850KG

www.leopard.net.cn 48




